
179.12mm
0
0.3-

0
0.3-142.4mm

5mm Gauge

4mm Gauge

CHAIN SIZE 5mm x 15.1mm
O/A LENGTH (13 LINKS)

~205mm [8.06”]
CHAIN SIZE 4mm x 12mm
O/A LENGTH (13 LINKS)

~160mm [6.45”]

CHAIN SIZE 5mm x 15.1mm
O/A LENGTH (13 LINKS)

~205mm [8.06”]

CHAIN SIZE 4mm x 12mm
O/A LENGTH (13 LINKS)

~160mm [6.45”]

5mm Gauge
4mm Gauge

> 2% Stretch
Replace Chain

> 2% Stretch
Replace Chain

> 2% Stretch
Replace Chain

> 2% Stretch
Replace Chain

Chain Maintenance Record
DATE LUBE GAUGED INITIALS

Chain Lube SAE 50 to 90EP Oil or Equivalent Machine / Gear Oil

PRODUCT NAME:

JOB#:

SERVICE CLASSIFICATION:

INSPECTION FREQUENCY:

Refer to Servo Hoist / Balancer Operation and Maintenance
Manual for Recommended Maintenance Intervals 

13 Links

Good Chain ~ 205mm [8.06”] - 211mm [8.30”] 

Worn Chain ~ 212mm [8.34”] +

**
*

Good Chain ~ 160mm [6.30”] - 164.8mm [6.48”] 

Worn Chain ~ 165mm [6.5”] +

If Chain is Stretched >2%, the
13 Links Will Not Fit on Prongs
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PRECISION CHAIN WEAR GAUGE
FOR GALVANIZED CHAIN G80 HE 4mm x 12mm AND 5mm x 15.1mm

PART NUMBER

KSAA1003


